4. Bandpass Cavity Filter 475 MHz – 520 MHz

	SPECIFICATIONS
	BP-4852-1
	BP-4852-2

	Frequency Range (MHz)
	475 - 520

	Bandwidth at 3 db
	3.0 MHz
	6.0 MHz

	Insertion Loss - db
	1.5
	1.0

	Rejection        @ 40 db
	20 MHz
	30 MHz

	Impedance in Ω
	50

	VSWR
	1.5: 1

	Dimensions  L X W X H – mm
	185 X 105 X 32

	Connector Type
	BNC, N type, SMA


5. Bandpass Cavity Filter 810 MHz – 900 MHz

	SPECIFICATIONS
	BP-8190-1

	Frequency Range (MHz)
	810 - 900

	Bandwidth at 3 db
	8.0 MHz

	Insertion Loss - db
	1.5

	Rejection        @ 40 db
	40 MHz

	Impedance in Ω
	50

	VSWR
	1.5: 1

	Dimensions  L X W X H – mm
	120 X 105 X 32

	Connector Type
	BNC, N type, SMA


6. Bandpass Cavity Filter 896 MHz – 960 MHz

	SPECIFICATIONS
	BP-9096-1

	Frequency Range (MHz)
	896 - 960

	Bandwidth at 3 db
	6.0 MHz

	Insertion Loss - db
	1.5

	Rejection        @ 40 db
	40 MHz

	Impedance in Ω
	50

	VSWR
	1.5: 1

	Dimensions  L X W X H – mm
	120 X 105 X 32

	Connector Type
	BNC, N type, SMA


