A. Frequency Range : 66 MHz to 88 MHz

	SPECIFICATIONS
	DL-6688-6

	Frequency Range (MHz)
	66 MHz – 88 MHz 

	Spacing (ΔF=Tx-Rx) MHz
	4.0

	Insertion Loss, Tx-ANT (db max)
	1.2

	Insertion Loss, Rx-ANT (db max
	1.2

	Co-channel Isolation (db min)
	80

	Power Handling (*) (Watts Max)
	50

	Impedance in Ω
	50

	VSWR (max)
	1.5: 1

	Dimensions  (L X W X H ) mm -max
	175 X 160 X 32

	Connector Type
	BNC, N type, UHF


B. Frequency Range : 140 MHz to 174 MHz

	SPECIFICATIONS
	DL-1418-6

	Frequency Range (MHz)
	140 MHz – 175 MHz 

	Spacing (ΔF=Tx-Rx) MHz
	4.5 min

	Insertion Loss, Tx-ANT (db max)
	1.2

	Insertion Loss, Rx-ANT (db max
	1.2

	Co-channel Isolation (db min)
	80

	Power Handling (*) (Watts Max)
	50

	Impedance in Ω
	50

	VSWR (max)
	1.5: 1

	Dimensions  (L X W X H ) mm -max
	175 X 160 X 32

	Connector Type
	BNC, N type, UHF


