	OPT

Model
	Frequen.

(MHZ)
	Passband
	Insert.

Loss

(db)
	Ripple

(db)

max
	Stopband


	Zin 

Zout

(Ω)
	Return

Loss
	Temperature

Range

C
	Package

LXWXH

(min)

	
	
	(db)
	(KHz)
	
	
	(db)
	(KHz)
	
	
	
	

	BP-2815
	2.850
	2.5
	100
	6.0
	2.5
	60
	2.000
	200
	
	-20/  +60
	76.2X25.4X10.1

	BP-9759
	10.000
	3.0
	300 to 450
	
	1.0
	40

50
	2.200

2.800
	50
	20 db
	-25/  +60
	41.3X22.3X19.5

	BP-9761
	10.700
	3.0
	300 to 450
	
	1.0
	40

50
	2.200

2.800
	50
	20 db
	-25/  +60
	41.3X22.3X19.5

	BP-9760
	11.400
	3.0
	300 to 450
	
	1.0

50
	40

2.800
	2.200
	50
	20 db
	-25/  +60
	41.3X22.3X19.5

	BP-2814
	20.000
	2.5
	1,000
	6.0
	2.5
	60
	4.000
	200
	
	-20/  +60
	72.2X25.4X19.1

	BP-2813
	30.000
	2.5
	1,000
	6.0
	2.5
	60
	4.000
	200
	
	-20/  +60
	72.2X25.4X19.1

	BP-9705
	45.000
	3.0
	5,000
	2.5
	0.5
	30

40  
	0.3-30

60-150
	50
	
	-55/  +85
	38.1X34.3X17.2

	BP-9706
	70.000
	3.0
	8,000
	3,0
	0.5
	60
	60.0
	50
	
	-55/  +85
	25.4X21.6X10.8

	BP-9709
	130.000
	3.0
	44,000
	2,0
	0.5
	30
	+/- 30
	50
	
	-40/  +85
	38.1X34.3X17.2

	BP-9572
	276.000
	3.0
	10,000
	5,0
	0.5
	35
	30.000
	50
	15 db
	-20/  +60
	54X12.7X9

	BP-9707
	400.000
	3.0
	14,000
	5,5
	0.2
	60
	160,000
	50
	
	-55/  +85
	38.1X34.3X17.2

	BP-9708
	790.000
	1.0
	40,000
	3,5
	0.5
	60
	250,000
	50
	
	0 /  +70
	19.1X15.3X8.0


